
 

Ferris®  3269 Injection Wax Beads 

Description 

Ferris 3269 Injection Wax is a premium injection wax formulation that 
displays unparalleled versatility and is uniquely designed to fulfill the 
wish list of the discerning jeweler.  Ferris 3269 features excellent 
reproduction of fine detail, a glossy surface finish, high strength and 
durability for difficult draws, clean burnouts, long pattern shelf-life, and it 
even has a built-in release agent for easy pattern removal.  
 

Physical Properties 

Color Blue, Rose, Jade, Lime Green, Lavender 
 
Melting Point (°F) 

 
176 

Injection Temperature (°F) 160-165 
Congealing Temperature (°F) 145 
Flash Point (°F) 392 
Hardness (Shore D) 33 
Specific Gravity 0.96 
Ash Content 0.003% 
Viscosity (cps) 
             @ 170°F 
             @ 160°F 
             @ 150°F 

 
260 
296 
709 

  
 

Ordering Information 

Contact your authorized Ferris® distributor to order today! 
 

For a dealer near you, go to: 
www.freemanwax.com/where-to-buy.html 

 
The user shall determine the suitability of this product for their application and assumes all risks and 
liabilities associated with the use of this product. The exclusive remedy for all proven claims is 
replacement of our materials only and in no event shall Freeman Mfg. & Supply Co. be liable for 
special, incidental, or consequential claims. 
 
READ SAFETY DATA SHEETS AND PRODUCT LABELS BEFORE USING PRODUCT 
 
 


